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The Stars of Automation

Your partner for factory and process automation




Look for the star when selecting products in the catalogue.

Over 3,900 products that are:

* Worldwide: always in stock

* Superb: Festo quality at an attractive price
¢ Easy: just a few clicks to place an order online

Y Ready for dispatch from the Festo factory in 24 hours

-~ Ready for dispatch from the Festo factory in 5 days or less

Pneumatic Cylinders and Actuators

G

Pneumatic Cylinders and Actuators

* Ready for dispatch from the Festo factory in 24 hours

+ Ready for dispatch from the Festo factory in 5 days or less

Piston Rod Cylinders Lead Time* Guided Piston Rod Actuators Lead Time*
Inch Series * ] Metric Series * v
= = Y3 shock
DSNU . a4 | * Diameter (ln)_ 5/16...1 DGSL ) f - | « Diameter (mm) 425 absorber,
Double Acting . * Max Stroke (in) _ 12 Double Acting ' « Max Stroke (mm) | 200 P1 flexible
Round Cylinder " * Stroke (in) 12...12 Ball Bearing - g 2
Guided Cylinder * Stroke (mm) Standard \c(:?:l:::s
DNC / * Diameter (in) 1Ya 212
Double Acting - * Max Stroke (in) 12 DGST 5
. 3 ) = : Pand
Cylinder * Stroke (in) g 2 [ Double Acting : E.:::}::;rk?}r:gm} ;go 25 &i:;z
Ball Bearing :
Guided Cylinder * Stroke (mm) 10...200 versions
ADN /‘- * Diameter (in) 112..2
Double Acting s :/ * Max Stroke (in) . 3
Compact Cylinder “\/ * Stroke (in) 12..3 DFM * Diameter (mm) 12...63
Double Acting R, * | = Max Stroke (mm) | 200 -
Metric Series Guided Cylinder -‘_.‘ * Stroke (mm) Standard
DSNU(ISO standard) M * Diameter (nm) | 8..25 8..25 StopperiCylinders
Double Acting 5 * Max Stroke (mm) | 320 500 i ] —
3 Diameter (mm 20...40
Round Cylinder * Stroke (mm) 10-320 10-500 DFSP i 2 M'ax Strork(e (m)m) 30 '
Stopper Cylinder . =
Stroke (mm) 5...30
DSNU 29 | = Diameter (mm) 32..63 Rotary Actuators
Double Acting p / * Max Stroke {mm) — 500 Metric Series
Round Cylinder N * Stroke (mm) 10-500
DRVS A |. Size (mm) 6-40 mm
Semi-rotary Vane " ‘_ * Angle (degrees) 90,180,270 -
DSBC = | » Diameter (mm) 32...80 32..125 .
Double Acting _%‘ * Max Stroke (mm) | 500 2000
Cylinder AP * Stroke (mm) 20..500 | 20..2000 DRRD _
< [ Serl-rotary * Size (mm) 8-40 mm
1 Rack-pinion Drive dg = Angle (degrees) 180, adj -
ADN -  Diameter (mm) 12...80 12...125
Double Acting . ;7/ * Max Stroke (mm) | 80 500 Rodless Actuators
Compact Cylinder -_‘/ * Stroke (mm) 5...80 5...500 Inch Series Lead Time*
" * Diameter (in) '}/16...2 /2
= gﬁdcl N KE d s~~~ | * MaxStroke (in) 118
ADVC By « Diameter (mm) 12...63 QORESSBaN - « Stroke (in) Custom
Dauble Acting b * Max Stroke (mm) | 25 — Astisor =~ » Connection '937... ¥s
Short Stroke Cylinder * Stroke (mm) BB
~. | * Diameter (in) "/16...2 12
DGC-N-GF
: / Plain Bearing #* | « Max Stroke (in) 118
AEVI s * Diameter (mm) 12...63 2 / » Stroke (in) Custom
Single Acting 9"/‘4 » Max Stroke (mm) | 25 _ Quiclext Ackatoy ¥  Connection 1%32... %/
Short Stroke Cylinder s * Stroke (mm) 5..25
DGC-N-KF é * Diameter (in) 16...2 12
Recirculating Ball }/,'- * Max Stroke (in) 118
Bearing Guided v * Stroke (in) Custom
Actuator < * Connection '93z... 38

* Lead times shown are the standard configurations. For complete Stars of Automation
program conditions and specific qualifying part numbers, visit www.festo.us/stars




Pneumatic Cylinders and Actuators

Pneumatic Valves and Valve Terminals

* Ready for dispatch from the Festo factory in 24 hours
“r Ready for dispatch from the Festo factory in 5 days or less

Rodless Actuators Valve Manifolds Lead Time*
Metric Series Lead Time* Inch Series * |
* Valve Width (mm) 18...52
DGC-K Ak Diameter (mm) 18...80 | VTSA/VTSA-F 5 * Max Flow (I/min) 2900
Rodless Band '/ « Max Stroke (mm) 3000 | Valve Manifold ’ >.' * Pressure Range (bar) — -0.9...10
Actuator .:,__.'/ * Stroke (mm) Custom . * Threads 1/8...1/2 NPT
Metric Series
DGC-GF . * Valve Width (mm) 18...52
Plain Bearing * Diameter (mm) 18...63 Eﬁ:ﬁ::?oﬁi >, P * Max Flow (I/min) — 2900
Guided * Max Stroke (mm) 3000 : o * Pressure Range (bar) -0.9...10
Actuator : = Stroke (mm) Custom
s |» Valve Width (mm) 10...20
MEA < 2 e Max Flow (/min) _ 230...700
Valve Manifold ~
DGC-KF - : * Pressure Range (bar) -0.9...10
Recirculating Ball : E;amse:erk(n't(m} 1)33'5603
Bearing Guided " AX-SHOke MM MPA-L . |e Valve Width (mm) 10..20
Actuator < * Stroke {mm) Custom Valve Manifold fl 8 / * Max Flow (I/min) - 850
. * Pressure Range (bar) -0.9...10
- * Valve Width (mm) 10...14
. . ::ﬂgmmmld & “/ * Max Flow (I/min) —  |1200
Pneumatic Valves and Valve Terminals » * Pressure Range (bar) 0.9...10
Individually Wired Valves Lead Time*
Metric Series * ¥
Vacuum Technology
VUVG ’ * Valve Width (mm) 10...18 Confieurable
st ot | el ‘ » Max Flow (I/min) | 1300 % !veg Vacuum Technology
L * Pressure Range (bar)| -0.9...8 alves Suction Cups/Vacuum Generators Lead Time*
* Flat up to diameter of 55mm
VUVG-S ) ::3‘[::?5 s * One Bellow up to diam. of 55mm *
Solenoid Valve - ’ & :f;:’;::f‘(’i}ﬁ:;g’ éga"" Configurable F « Materials NBR, PUR and Silicon
with specific - - Valves
featiies Pressure Range (bar) | 2.5...7 &
Vacuum security ‘ ® Sizes G-1/8 and G-1/4 ‘ﬁ’
- . valve =
VUVS - Valve Width (rr?m) 21.31 Conifigurable
L * Max Flow (I/min) 2300
Solenoid Valve ‘ ; s Predsive Batics Bail D510 Valves
5 e G » Laval Nozzle diameter 0.7 - 3 mm
Vacuum .%f . ;I;g\,’r;:ca:r:um version up to 93% ﬁ-
VUVS-LT * Valve Width (mm) 21..31 Confaiirable Generator « Hich I . t0 340 |/mi
Solenaid Poppet =4 « Max Flow (I/min) 1800 V:lveg igh Flow version up to min
Valve ‘ g * Pressure Range (bar) | -0.9...10 * Laval Nozzle diameter from 0.45
OVEL mm up to 0.95 mm
Vacuum .-‘."r * High Vacuum version up to 92% *
VUvs-S i 2 Generator L of Vacuum
Solenoid Valve ¥ * Valve Width (mm) 1..31 Configurable « Qutput: Digital or 10 link
ith specife ¥ * Max Flow (1/min) 2300 Valves
;:aturss i * Pressure Range (bar) | 1.5...8
Sensors and Actuators Feedback
VSVA * Valve Width (mm) 42
. : Configurable Sensors
Solenoid Valve ..q = Max Flow (I/min) 1300
150-55991 ' « Pressure Range (bar)| 3...10 Valves Position sensors and Pressure / Vacuum Sensors Lead Time*
* Dry Contact
PEV - = 0...250VDC, 0...125VAC
X Pressure k r * Pressure: 1...12 bar #
VSVA . * Valve Width (mm) 18,26 Configurable Switch * ® -209C ...+80°C
Solenoid Valve - * Max Flow (1/min) 1400 Valves . IP6S
150-15218 * Pressure Range (bar)| 2...10 [
= "Teach-in" Function
SDES .
Inch Series Pressure and ‘ 3 gigméncz 0..10) Bar (0..50) °C ‘k’
* Valve Width (mm) 21.31 Vacuum Switch g IP;.{J' e
vuvs = « Max Flow (1/min) 2300 Configurable
Solenoid Valve ‘ * Pressure Range (bar)| -0.9...10 Valves ' * Pressure measuring range (-1...0,
* NPT Threads 1/8..3/8 -1...1, 0..10) Bar
Mounted on Manifolds SPAN * Switching output 2x PNP or NPN
Valve Width (; ) | l 21...31 Pressyre.and . Esuer:;cgtt?:g{eli::l]:g output ‘#
* Valve Width (mm | 2L Vacuum Sensor
:;g:mmm +B® | Maxriow (/min) _ 2300 ! 0..10V, 1.5, 4..20mA
1 ﬁ __a# |* Pressure Range (bar) -0.9...10 @ro-unk | *0%.50°)C
* |P40
= * Valve Width (mm) 10...14
U s | g HexFow Gmi _ e
By * Pressure Range (bar) 2.5:.7F

* Lead times shown are the standard configurations. For complete Stars of Automation
program conditions and specific qualifying part numbers, visit www.festo.us/stars




Sensors and Actuators Feedback

Electromechanical Axes

Sensors Electromechanical Actuators
Position sensors and Pressure [ Vacuum Sensors Lead Time* Linear Actuators Lead Time*
* Pressure measuring range 0 to
10 bar EGC-TB * Sizes: 70, 80,120
SPAU * Switching output 2x PNP or NPN Toothed Belt * Fixed Stokes: 300 ... 1,500 mm ‘k
Dresoiteand (selectable) 10-Link '}«' Actuator * Max speed: 5m/s
* Configurable Analog output g
Vi Senser 0..10V, 1.5V, 4..20mA
@ 10-Link * 0°..509 C EGC-BS * Sizes: 70, B0, 120
» 1P65 Ball Screw * Fixed Strokes: 100 ... 800 mm %
* Configurable Switching output 2x Actuator £ * Repeatability:£ 0,02 mm
PNP or NPN, 10-Link
SFAH * Flow range from 0.1 to 200 Lt/min i Electromechanical Actuators
Flow Switch * Configurable Analog output X Linear Actuators
® 0...10V, 1...5V, 4 ... 20mA
@ 10-Link « P40 .
) ELGA-TB-KF . * Sizes: 70, 80, 120
* Dry Contact/Mechanic contact, Toothed Belt #27" |« Fixed Stokes: 300... 1,500 mm Y
SMT/SME-8M PNP, NPN * Actuator W * Max speed: 5m/s
Proximity Switch o - * 5..30VDC, (-40°....+85%)C
* |P65/IPEB/IPE9K
* Dry Contact/Mechanic contact, ELGC-BS ™ | o sizes: 32,45,60,80
SMT_;' S_ME-:(:.! 2 PNP, NPN ﬁ Ball Screw - * Fixed Strokes: 100 ... 2000 mm ‘;%'
Proximity Switch /._/ * 5..30VDC, (-40°..470°)C Actuator L * Repeatability:£0,015 mm
* IP65/1P6E8
* Switching output 2x PNP or NPN
(configurable) ELGC-TB * Sizes: 45,60,80
SRBS . * Sensing range 0°...270° Ball Screw * Fixed Strokes: 200 ... 2000 mm *
.  Design for semi-rotary Pneumatic ‘k Actuator = Max speed: 1.5 m/s

Position Sensor

drivesDSM(6,8,10) and DRVS
Family
= IP65 [ IP68

Electric Cylinders

* Measuring Range: 48-52mm

ESBF

® Sizes: 32, 40, 50, 63 mm
= Stroke Length: 100 ... 400 mm

SMAT-8E “ il Electric Cylinder « Optional IP65 protection and FDA- X
Position * Repeatability: +/- 0.064mm _ yli 2 ptiona protection an
oo * Output: 0...10V / 4..20 mA ~ . approved grease
* (-20..450) °C IP65 [ IP67 | , | * Servolite motor pre-mounted to
FETTI Z5 1 EPCO > actuator =
: 50, 80, o D-C”S- 160 mm Electric Cylinder | * Sizes: 16, 25, 40 mm X
10 = 30 * PFP"_NPN A = Fixed Strokes: 100 ... 300 mm
SDAT P * Configurable Switching Output, A
Position //// or 10-Link w )
Transmitters « Analogue output 4 ... 20 mA EGSC * Sizes: 25,32, 45, 60 mm -
) * (-20°....470°) C Minislide * Stroke Length: 25 ... 200 mm o)
@IO-Link | | 065/ P68
o M5, M8, M12, M18 Electric Rotary Actuator
SIEN/SIEH G/ * Voltage 10... 30V DC I * Servolite motor pre-mounted to
Inductive 2 * PNP, NPN | T}\r ERMO e actuator -
Sensors @ * Standard/Extended switching Rotary Actuator (- * Sizes: 12, 16, 25, 32 A
distance :
SIEA - * M12, M18 ’37
Inductive * Voltage 10 ... 30V DC b %
Sensors / * Analog(0..10V, 4..20mA) SEWO MOtOfS and DI'WES
Servo Motors and Drives
* Rated Operating Distance 1.5 mm Lead Time*
SIES * Voltage 10... 30V DC, Slot M8
Inductive « PNP (NO), (NC) . EMME-AS * Flange Sizes: 40, 60, 80, 100 mm
M .
Sancors " . (:25%.470% C el - » Speed Range: 4,000 ... 10,000 *
 |P65 | IP67 5 * Torque Range: 0.18 ... 7.5
* Control with CANopen, Modbus
. = J‘: TCP, digital 1/0, analog 1/0,
Grippers CMMP-AS ! ' EtherNet/IP, PROFINET, EtherCAT, *
Servo Drive (. DeviceNet, PROFIBUS
Standard grippers o? * Voltage Range: 100...230, 3x
Lead Time* 230...480
. . Control with EtherCAT,
DHPS ’ : . CMMT-AS {-ﬁ : : "
) * Diameters 10...35mm X : * Voltage Range: 100...230 -
Parallel Gripper : .4
PP £ S # * Festo Automation Suite
A : =
DHRS EMMS-ST . :,,f" * Flange Sizes: 28, 42, 57, 87 mm #

Radial Gripper

2

* Diameters 10...32mm

Servolite Motor

* Holding torque 0.09 ... 8.6 Nm
* Speed Range: 430...6,000

* Ready for dispatch from the Festo factory in 24 hours
“r Ready for dispatch from the Festo factory in 5 days or less

CMMO-5T
Servolite Drive

* Control with CANopen, Modbus
TCP, digital 1/0, or 10-Link
* Voltage 24 V DC
* Nominal current 5 A
——=

* Lead times shown are the standard configurations. For complete Stars of Automation
program conditions and specific qualifying part numbers, visit www.festo.us /stars




Control System

Air Preparation Units

Control System Manual On/Off Valves, Electric On/Off Valves Lead Time*
Lead Time* Inch Series * :
* Modular Control System - 2
CPX - * Electric 1/0, Pneumatic Terminal MS-Series EM M| e Flow:78..247scfm With
Terminal o, « Miayor Fied Bus node (Ethemet Manual On/Off ol * Port: 1/8NPT...3/4NPT _ | Port
P, Profinet, others) Valve ~3 * Rotary Knob with Detent Blocks
MS-Series EE * Flow: 71...247scfm b
Air Pl'epal'aﬁon units 5:5:[( On/Off * Port: 1/8NPT...3/4NPT — Blocks
Filter Regulators, Pressure Regulators Lead Time* Manual On/Off Valves, Electric On/Off Valves
Inch Series * X Metric Series
MS-Series LFR : ;’ e 52';'; "’ff“ 1/4, 18, MS-Series EM W | - Flow: 2200..7000 |/min Without | With
Filter Regulator M pc:-'uéﬂw ;&W 1/2 NPT | 3/4 NPT Manual On/Off i'] * Port: G1/8...G3/4 Port Port
| Ort: Valve * Rotary Knob with Detent Blocks Blocks
MS-Series LR ! i 14, | 1/8,
Pressure Regulator ‘ ek iy T 1/2 NPT | 3/4 NPT MS-Series EE . ) - Without | With
Port: 1/8NPT...3/4NPT Electric On/Off Flow: 2000...7000 |/min it fot
val * Port: G1/8...G3/4 Block Block
Metric Series ave QeKs: acks
MS-Series LFR * Pressure: 0.3.,,12bar_ G1/4, G1/8, Safety Valves
i * Flow: 850...6200 |/min =
Filter Regulator « Port: 61/8..63/4 G1/2 G3/4 Metric Series
J ) . * Pressure: 3..10 bar
MS5-SV-C - ® Flow: 1---»2 5,700 I/min #
MS-Series LR : :“5“1':033?5;?[?:" G1/4, | G1/8, Safety Valve PLc ) 8 2--33 7,600 |/min exh.
Pressure Regulator ) P;)rv:-.GlmeG}fa n G1/2 G3/4 * Port: G1/2(1&2) G3/4(3)
» * Pressure: 3.5...10 bar
1/4 for . MS-SV-D F * Flow: 1--2 4,300 |/min
MS-Series LRB * Pressure: 0.3...12bar | MS4 With Safety Valve PLd & 2--53 9,000 |/min exh. ‘}%
* Flow: 1700...7300 |/min 3 Port
Pressure Regulator i, . Port-‘GuamGUE | 1/2 for Blocks * Port: G1/2 (1&2) G1(3)
) | MS6 @ « Pressure: 3.5...10 bar
| G1/4 MS-SV-E  Flow: 1---2 4,300 |/min ‘i\'
MS-Series LRP * Pressure: 0.1...12bar and 1/2 | With Safety Valve Ple 3 2--53 9,000 1/min exh.
Pressure Regulator * Flow: 800...5000 |/min for MS6 | Port * Port: G1/2 (1&2) G3/4 (3)
g «q |*Port:G1/4..G1/2c internal | Blocks Pressure Gauges
thread Inch and Metric Series
Filters 0...50 With
Inch Series i *40...30mm ;
gf;:i:%au . « Port: G1/8, G1/4 nfa Port
MS-LF * Pressure: 5..176 psi With g * Pressure: 0...240psi, 0...16bar Blocks
Filters f * Flow: 71...145 scfm = Port
.l * Port: 1/4 NPT, 1/2 NPT Blocks Inch Series and Metric Series
* Diameter: 40mm
* Pressure: 5..176 psi With . ® Inch Port: 1/8 NPT, 1/4 NPT
MS-LFM-B f o Flow: 6..30 scfm - Port ::gzr:‘; LI * Metric Port: R1/8, R1/4 Next nla
Fine Filters 1| e ports 1/4npT, 12 NPT Blocks Calke * Scale: 0-36; 0-60; 0-150 psi/ | Day
bar
Vacuum Bar/InH
* Pressure: 5..176 psi With /inHg
MS-LFM-A ? P & A7 o Port Soft-Start Valves
Micro Filters | T -
i * Port: 1/4 NPT, 1/2 NPT Blocks Inch Series
h ) i With
* Pressure: 0...235 psi With MS-Series DL * Flow: 71...228sc Port
MS-LFX « Flow: 8.8 scfm Port Soft-Start Valve 1 | e Port: 1/8NPT...3/4NPT = | Bocks
Carnon-Fliter « Port: 1/4 NPT, 1/2 NPT Blocks
Metric Series
Metric Series
. With
. MS-Series DL * Flow: 2000...6450 |/min G1/4,
* Pressure: 2...12 bar With Port
sitg ﬁ gy Koo :i,'PaT.uz il Soft-Start Valve ? * Port: G1/8..63/4 612 | g
! y * Port: G1/4,G1/2 Blocks
Distribution Blocks
. . r Inch Series
MS-LFM-B Pressure: 2..12 ba[ 14,12 With
Fine Filters | * Flow: 54..950 |/min NPT Port RSSHEEEN - ik
} | e port: G1/4,61/2 Blocks S o I * Flow: 143...519s¢fm Y6, | oo
- Bresomeeriiiibar - Distribution Block * Port LIBNPT.ANET Y2ZNPT | giocks
M?""?‘{"“ * Flow: 54..900 |/min ;‘:‘T'm Port
Micro Filters i « Port: G1/4,G1/2 Blocks Metric Series
MS-LFX ® Pressure: 0..14 bar 1/41/2 With :'lRS;Serles FRM/ "'[ * Flow: 4050...14700 |/min G1/4, ::':::1
; * Flow: 360..900 |/min £ Port s G * Port: G1/8...G3/4 G1/2
Carbon Filter [' Port: G1/4.G1/2 NPT Blocks Distribution Block Blocks

* Ready for dispatch from the Festo factory in 24 hours

“+ Ready for dispatch from the Festo factory in 5 days or less

* Lead times shown are the standard configurations. For complete Stars of Automation
program conditions and specific qualifying part numbers, visit www.festo.us/stars




Process Automation

Process Automation

Process Automation

Process Automation

Lead Time*

Lead Time*

CmMsX

* Operating Voltage: 24VDC

* Input Signal: 0-10V, 4-20mA, 0-20mA
* Feedback Signal: 4-20mA

* Flow rate 50 (guarter turn) and 130

*

SASF
Position Indicator

* For mounting on drive shaft of stan-
dard actuators to VDI/VDE 3845

* Four fixed actuating lugs offset by
900

*

Direct-Acting
Solenoid Valve

* Size: 1/8, 1/4, thread G or NPT
* Medium Presure 4 to 50 bar

* Nominal size 1.0 to 6.0 mm

* Voltage: 24VDC

VIWF
Force-Piloted
Solenoid Valve

——

iy,

o
¥

* Connecting thread 1/4to 1, G or
NPT

* Nominal size: 13.5 to 27.5 mm

* Material Seal: NBR

* Voltage: 24VDC

* Material: Standard Brass

SRBC
Sensorbox

* Sturdy aluminium housing with 2
cable imputs

* 3D OPEN/CLOSED position indicator

* Switch Mechanical,0 ... 250V AC or 0
. 30V DC, Inductive 24 V DC PNP

* NAMUR, 8.2V DC

SRBE
Sensorbox

! £

* Sturdy aluminium housing with 2
cable imputs

* 30 OPEN/CLOSED position indicator

* Switch Mechanical,0... 250 V AC or
0..30VDC

* Worldwide certifications (ATEX,
|ECEX, cCSAus, INMETRO)

* Electrical output: 1 Pin Toggle switch

SRBG
Sensorbox

* Direct mounting on quarter turn
actuators to VDI/VDE 3845

* M12 plug connector or terminal rail
connection

* Inductive 10...30V DC, normally
open contact

* Compact plastic housing

* LED on-site status display

# Ready for dispatch from the Festo factory in 24 hours
Ready for dispatch from the Festo factory in 5 days or less

Digital Positioner '5 e (linear) I/min * Hole pattern 30 x 80 mm
* |In the event of a system failure:
Ofin, close or maintain depending
of the model. P M .
Fitti F ntrols/Tubing/Silencer
* Torque Sizes: 10 to 480 Nm t ngS/ I.OW co tro S/ u g/s le TS
* Double acting or spring return (RS Fittings/Flow Controls/Tubing/Silencers
& 60) *
gEZ?terTum » ' | * Housing: Anodized aluminum Stan- * Inchietles Lead Time
Actuator E ! dards-base connection to 150 5211
Port pattern to NAMUR VDI/VDE QB, QBL, QBT, QBY 3 * Thread: 10-32UNF...1/2NPT *
3845 for mounting solenoid valves, Fittings * Straight, Elbow, T, and Y Fittings
position
, . i
VZBE - S8 Siinless athel. PTFC Seil QB, QBL, QBT, QBY  Tubing 0.0.: 5/32...1/2in *
Ball Valve i * NET Connectlons * Push-in Connectors * Straight, Elbow, T, and Y Connectors
P, « 1/4" upto 2* Automated/Manual b e 3
* Connections: 1/2" to 1", Thread G
NPT GRLA
VZXF _:j o5
Angle Seat Valve ] * Below the seat flow * Flow Control Valve 2 ¢ Thread: 10-32UNF...1/2NPT ‘k
f-'__f * Housing: Brass or stainless steel with QB Push-in % * Tubing 0.D.: 1/8in...1/2in
L * Viscosity max 600 mm?2/s Connector
* Nominal Width 6,15,25 mm
VZQA < * Normally Open, Clamp to ASME-BPE * =
Pinch Valve L8 * Stainless steel Housing GR
* Shut-off element material: Silicone Flow Control Valve « Tubing 0.0.: 5/32in...1/2in *
ith OB Push-i .D.:
* 5/2-way or 3/2-way valve convertible \g‘ljnngcw, e .
VENC ‘q. * Single or doble solenoid 5/2-way
; P valve
c;t'ieurz Pilot “,;, « Thread G or NPT 1/4 ‘i( Hybrid Series
* Operating pressure: 2.5...10bar
* Temperature -20 ... +60 °C Q5-M/QSM-M ® - .
R AR Push-in Straight ﬂ Thrgad. M3“'R1’{2 , *
* Housing: Stainless steel or brass Fitti i‘ L * Tubing 0.D.: 1/8in...1/2in
— * Seal: FPM iting

QS-H-M
Push-in Straight
Fitting

¢ Thread: M5...R1/2
* Tubing 0.D.: 1/8in...1/2in

QBL-U-M/QBT-U-M
Push-in Fittings

* Thread: M5...R1/2
* Tubing 0.D.: 1/8in...1/2in

GRLA

Hybrid Flow Control
Valve with Metric
Thread and QB
Push-in Connector

® Thread: M5..G1/2
* Tubing: 1/4in...1.2in

Metric Series

Qs/Qsm
Push-in Straight
Fittings

* Thread: M3...G1/4
* Tubing 0.0.: 3mm...10mm

QsL/qQsT
Push-in Fittings

¢ Thread: R1/8...R1/2
* Elbow and T Fittings

Q5, QSL, Q5T, QsY,
QSF
Push-in Connectors

® Tubing 0.D.: 4...12mm
* Straight, Elbow, T, and ¥ Fittings

GRLA

Flow Control Valve
with QS Push-in
Connector

LG

* Thread: M5...G1/2
* Tubing 0.D.: 4...12mm

* Lead times shown are the standard configurations. For complete Stars of Automation
program conditions and specific qualifying part numbers, visit www.festo.us/stars




Fittings/Flow Controls/Tubing/Silencers

Metric Series Lead Time*
NPQH-L, NPQH-D "™ | ® Tubing 0.D.: 4...10mm *
Push-in Connectors * Straight and Elbow Fittings
NPQH-BK . )
Plugscrew a Thread: G1/4..G1/8 +*
AMTE i st - e p————
Metallic Silencers v Sizes: Up to G-1/2 * ey
uc ;
Polymer Silencers y * Sizes: Upto G-1/4 *
Inch and Metric Series

* 50 Meter Rolls
PUN-H * 150 Foot Rolls
Tubing * Size (mm): 3 - 16mm *

® Size (in): 1/8" -1/2"

&

Silencers ? * Sizes: Up to G1 and 1/2 NPT *

) Introducing the
FAST™ Mobile App

Engineering and Manufacturing Excellence, Festo's Quality Assurance, 150 9001 Certification

Festo Corporation is committed to supply all Festo products and services that will meet or exceed
our customers’ requirements in product quality, delivery, customer service and satisfaction,

The Executive Management Team determines the guidelines of the Quality & Environmental Policy,
keeps itself informed regarding quality and environmental performance, and supports the validity

of the Quality and Envi al Management Syst Our Festo Mobile App gives you
quick and easy access to
the Stars of Automation Catalog.

e On-the-go access to the Stars of
Automation Catalog
Tracking and managing orders
Notifications of shipments

Dowload the app today and get started!

#  Available on

® iTunes

www.festo.us/mobileapp



Festo - Your Partner in Automation
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m Festo Inc. 2 | Festo Pneumatic E Festo Corporation E Regional Service Center
5300 Explorer Drive Av. Ceylan 3, I 1377 Motor Parkway 7777 Columbia Road
Mississauga, ON L&4W 5G4 Col. Tequesquinahuac Suite 310 Mason, OH 45040
Canada 54020 Tlalnepantla, Islandia, NY 11749
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